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Abstract: Biopolymer composites based on silk fibroin have shown widespread potential due to their
brilliant applications in tissue engineering, medicine and bioelectronics. In our present work, biocomposite nanofilms with different special topologies were obtained through blending silk fibroin with
crystallizable poly(L-lactic acid) (PLLA) at various mixture rates using a stirring-reflux condensation
blending method. The microstructure, phase components, and miscibility of the blended films were
studied through thermal analysis in combination with Fourier-transform infrared spectroscopy and
Raman analysis. X-ray diffraction and scanning electron microscope were also used for advanced
structural analysis. Furthermore, their conformation transition, interaction mechanism, and thermal
stability were also discussed. The results showed that the hydrogen bonds and hydrophobic interactions existed between silk fibroin (SF) and PLLA polymer chains in the blended films. The secondary
structures of silk fibroin and phase components of PLLA in composites vary at different ratios of silk
to PLLA. The β-sheet content increased with the increase of the silk fibroin content, while the glass
transition temperature was raised mainly due to the rigid amorphous phase presence in the blended
system. This results in an increase in thermal stability in blended films compared to the pure silk
fibroin films. This study provided detailed insights into the influence of synthetic polymer phases
(crystalline, rigid amorphous, and mobile amorphous) on protein secondary structures through
blending, which has direct applications on the design and fabrication of novel protein–synthetic
polymer composites for the biomedical and green chemistry fields.
Keywords: silk; PLLA; β-sheet; crystallinity; stability; DSC; Raman; XRD
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1. Introduction
In recent years, silk fibroin (SF) extracted from the natural silkworm cocoon has attracted attention as one of the most promising bioengineering materials due to its unique
molecular structure, excellent biocompatibility, morphologic flexibility, ability to promote
cell adhesion and growth, and lower inflammatory response [1–6]. SF is easily transformed
into various tunable morphologies such as nanofibers, thin films, and particles by controlling the secondary structure of SF proteins. However, it is difficult for a single material to
fit all the requirements of a specific biological function or a desired application because
of defects in individual material properties. For SF, these defects include low mechanical
strength, poor stability, poor thrombogenicity, and easy hydrolysis of regenerated SF [1,7].
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Therefore, an active strategy is blending different materials to enhance the overall properties to create a polymeric composite material through a synergistic combination of the
desirable properties from original components [1,2,7].
For example, SF composite membranes with polyethylene glycol showed significantly
improved mechanical properties in comparison to SF membranes without polyethylene
glycol [8,9]. In another example, 1:1 SF/poly(L-lactic acid) (PLLA) composite films prepared by electrospinning showed high keratinocytes attachment and proliferation; plus,
the material itself showed enhanced mechanical properties [7]. A novel nonwoven sheet of
SF/polyurethane blending for cardiovascular tissue engineering also exhibited good miscibility and feasible mechanical properties [8,10]. These changes in the material properties
are closely related to their structure and morphology. Zhang et al. [11] found that the strain
rate of the composite material raised from 5% to 18% with the addition of graphene oxide to
SF, which was believed to be related to the crystalline states in the structure. Our previous
study [12] illustrated that a nanocomposite structure transition to a micro-composite structure in the silk and non-crystallizable polylactic acid composites occurred when the silk
content comprised at least 30% of the material, which affected their mechanical properties
and cell adhesion.
Like the constant enthusiasm and wide interest with silk, polylactic acid (PLA), an
important member of aliphatic polyesters, has also been widely studied as a renewable
green resource, similarly to beet and corn starch proteins [12–14]. PLA also has excellent
physical properties, such as high modulus, transparency, and heat resistance. PLA-based
materials are also promising biomaterials due to their high biocompatibility and low
toxicity [15–17], while being easily processed into useful forms. Even so, the properties of
PLA-based composites can be improved further by blending PLA with other materials. For
instance, Bindhu et al. [13] proved that boron nitride and PLA composite films reinforced
the tensile strength by about 132% that of pure PLA films.
Most of the above-mentioned research focused their applications on electrospun
nanofibers at some specific ratio of SF to PLA [3,5,7,8,10,11,17]. In this work, dualcrystallizable silk fibroin/poly(L-lactic acid) (SF/PLLA) nanocomposite films at different
mixing ratios were first-time obtained by using a new physical blending method. The ratios
of SF were from 0% to 100% at about 10–20% intervals. Thermodynamic parameters such
as glass transition temperature, specific heat, enthalpy, and general thermal stability were
studied using differential scanning calorimetry (DSC), including standard DSC and StepScan DSC (SSDSC), and a thermogravimetric (TG) analysis. Scanning electron microscope
(SEM) techniques, Fourier-transform infrared spectroscopy (FTIR), Raman spectroscopy
(Raman), and X-Ray diffraction (XRD) were used to observe the surface morphology and
microstructure of the films. Further, the percentage of secondary structures for silk fibroin was calculated, as well as the content of amorphous and crystalline structures for
PLLA in the blended polymers. The interaction mechanism between the two crystallizable
components is also discussed. This study provided a comprehensive overview of the
microstructure transition and the relationship between thermal stability and structure in
dual-crystallizable SF/PLLA nanocomposites. Different microstructures of the blended
materials are associated with different physical properties. A full understanding of the
blending characteristics of two materials at different proportions is of a great significance
for the practical application of the materials. Based on our blending techniques, the blended
materials may be subsequently designed into various structured biomaterials with tunable
properties. This enables broad applications in the biomedical sciences, tissue regeneration,
and controlled drug delivery in the future. For example, we already fabricated a series
of tunable and biodegradable polylactide-silk fibroin 3D scaffolds, which have good cell
compatibility and can support cell adhesion and tissue regeneration [18]. Simultaneously,
this study focuses on understanding interactions between natural protein and crystallizable
synthetic polymer components to obtain SF-based biocomposites with various and ideal
functional properties.
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two compoIn addition,
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of the intermolecular
electron acceptor
the the
P-orbital
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electron
donor can effectively overlap through intermolecular actions between the two components.
This causes a change in the original force constant of the chemical bonds and causes the
position of the spectrum absorption peak to move [25–29]. In the case of SF/PLLA films,
hydrogen bonding forms between C=O on the PLLA molecular chains and N-H on the
SF chains. Earlier studies have shown how this causes the charge from the C=O double
bond to delocalize to other atoms, reducing the double polarity and their absorption
frequency [26–29], effectively shifting the characteristic peak of C=O to a lower wave
direction [17,22,30–32]. The FTIR results in this study reflect this phenomenon. Other
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studies have also shown the occurrence of hydrogen bond interactions between SF and
PLA, including in an electrospun composite [7]. Zhu et al. [17] further pointed out that
the hydroxyls of amino acids such as Ser, Glu, and Asp on the SF chains could have strong
interactions with the carbonyls of the PLA chains in composites of SF/PLA at the 98:2 to
the 90:10 mixing ratios. This promoted the formation of intermolecular hydrogen bonds
between the two molecules. Therefore, our results illustrated the strong hydrogen bond
interactions between SF and PLLA in the polymer chains of their composites.
To further investigate the changes in different structures during the interaction between silk fibroin and PLLA in the blended films, a Gaussian fitting on the infrared
spectrum of silk fibroin in the amide I region from 1750 cm−1 to 1580 cm−1 was performed.
Figure 2a shows the FTIR spectra in the amide I and II regions of all the samples, while
Figure 2b shows the amide I spectra of the SP-5/1 sample with fitted vibrational bands (red
dotted line). The peak positions and their related secondary structures for silk proteins can
be assigned from references [22,23] as β-sheets (B), random coil (R), alpha helix (A), turns
(T), and side chains (S). Table 1 summarizes the percentage of different secondary structures
for each untreated and methanol-treated SF-PLLA sample. For untreated pure silk fibroin
films (SP-5/0), the β-sheet content was 23.29%, and the random coil and α-helix content
was about 66.80%, which indicated that more random coiled structures were contained
in the pure silk fibroin film [17,18,20]. When the PLLA content increased, the β-sheet
content from silk fibroin decreased from 23.29% to 12.23%, while the content of random
coils and α-helices increased from 66.80% to 73.89%, and turns increased from 8.55% to
12.56%. Meanwhile, the methanol treatment increased the β-sheet crystal content to 58.98%
in the pure silk film (SP5/0). While composites showed lower β-sheet contents (12.23% in
untreated SP1/5), the methanol treatment still increased their beta sheet crystallinity to
33.50 (Table 1). The amorphous phase decreased from 41.02% in pure silk fibroin (SP5/0) to
11.08% for the treated sample SP1/5. Xue et al. [22] believed that the β-sheet in silk proteins
was important to promote the stability of protein molecules and the formation of insoluble
structures. He et al. [33] found the β-sheet content decreased once the PLLA percentages
encompassed more than 10% in an Antheraea pernyi Tussah silk fibroin/PLLA nanofiber
composite. However, Taddei and coworkers in their earlier work [7] found no significant
change in the β-content of SF after electrospinning with each other at 1:1 mix ratio. General, multilayer β-sheet crystals of silk fibroin fibers can be transformed to single-layer
intramolecular β-sheets or random coils during dissolution in an acid system [23]. Once
force and heat are applied to the protein solution, the disordered structure of SF can be
transformed to crystals or order structures in return [12,23]. Similarly, in the study by Taddei et al. [7], the effects of both electrical force and solvent detachment force on the blends of
silk fibroin and PLA during the spinning process caused changes in their structures. Thus,
different post-treatments may affect the final conformation and structure of the composites
on different levels. In this study, the content of β-sheet in the silk fibroin decreased with an
increase in PLLA. Based on these references, this implies that the hydrogen bonds in the
β-sheet crystals of silk fibroin molecules were partially broken due to the addition of PLLA,
while a new hydrogen bond was formed with N-H on silk fibroin [1,7,17,20,30,32–34].
Simultaneously, the hydrophobic groups in silk fibroin could also generate electrostatic
and hydrophobic interactions with polylactic acid segments [20,21].
Table 1. Percentage of secondary structures in the silk fibroin/polylactic acid (SF/PLA) blended films.
Sample

β-Sheet (B) in Silk/
%

a-Helix & Random Coils in Silk/
%

Turns in Silk
/%

Side Chains in Silk/
%

Silk Amorphous in Sample/
%

SP-0/5
SP-1/5
SP-3/5
SP-5/5
SP-5/3
SP-5/1
SP-5/0

/
12.23/33.50 a
13.48/42.80 a
15.54/44.32 a
17.03/45.03 a
18.24/48.26 a
23.29/58.98 a

/
73.89
72.86
71.03
70.23
68.99
66.80

/
12.56
11.28
10.79
9.37
9.56
8.55

/
1.32
2.38
2.64
3.37
3.21
1.36

/
11.08
21.45
27.84
34.36
43.10
41.02

All calculated secondary structure fractions have the same unit (wt %) with ±2 wt % error.
methanol treatment.

a

β-sheet percentages after 20 min of
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Furthermore, Raman spectroscopy was used to study the scattering phenomena during molecular interactions to supplement the infrared spectroscopy. For pure silk fibroin,
the Raman spectrum is complex and diverse due to the different types of vibration models
caused by peptide bonds (-CONH-)C-C and C-N backbones such as amide A; amide B; and
amide bands I, II, III, IV, V, VI, and VII [22,23]. Among them, amide I and amide III are very
significant bands owing to their high sensitivity for changes in protein conformation. The
Raman spectrum characteristics of sample SP-5/0, blended sample SP-1/5, and sample SP0/5 were compared in the 750~2000 cm−1 region (Figure 3). For pure silk fibroin (SP-5/0),
the regions of 1229~1305 cm−1 and 1597~1680 cm−1 belong to the amide III and amide I
regions, respectively. Specifically, 1645~1660 cm−1 in the amide I and 1265~1300 cm−1 in
the amide III regions are assigned to α-helix, 1665~1680 cm−1 in amide I, 1230~1240 cm−1
in the amide III region are assigned to β-sheet, and 1660~1670 cm−1 in the amide I region
and 1240~1260 cm−1 in the amide III region are assigned to random coil [24,25]. For raw
PLLA (SP-0/5), the Raman spectrum shows a prominent absorption peak at 1776 cm−1
corresponding to C=O stretching vibrations on the PLA molecular chain. The absorption
peaks at 1461 cm−1 and 1129 cm−1 correspond to the antisymmetric deformation vibration of -CH3 . The absorption peaks at 1299 cm−1 and 1050 cm−1 belong to the bending
vibration of -CH and the C-CH3 stretching vibration, individually, and the absorption
peak at 877 cm−1 is attributed to the C-COO stretching vibration [17,26,28,30–32]. The
Raman spectra characteristic peaks of both SF and PLLA are all shown in the blended
film sample SP-1/5. Huang et al. [34] studied composites of polylactic acid (PLA) with
montmorillonite and found that an absorption peak of C=O on the polylactic acid molecular
chain at 1776 cm−1 would split into two peaks located at 1748 cm−1 and 1755 cm−1 when
the crystallization temperature was higher than 140 °C. They believed that intermolecular hydrogen bonding occurred between C=O on PLA and -CH3 on montmorillonite.
Bruckmoser et al. [35] observed the crystallinity of the PLA fibers during melting and
spinning by using the Raman spectra technique. They found that the spectra intensity of
PLA decreased at 1755 cm−1 but increased at 1776 cm−1 when the stretching temperature
and the stretching ratio increased. In this research, Figure 3a shows the enlarged regions
of pure PLLA sample SP-0/5 and blended sample SP-1/5 in the 1720 cm−1 –1820 cm−1
regions in inserted images I and II, respectively. Specifically, an obvious peak at 1775 cm−1
with the shoulder at 1755 cm−1 was observed on the spectrum curve of the pure PLLA
(SP-0/5, image I inserted in Figure 3a), while on the blended sample curve (SP-1/5, image
II inserted in Figure 3a), the little peak at 1755 cm−1 disappeared, and only one peak at
1775cm−1 was shown. Additionally, a new absorption peak at 1730 cm−1 was shown in
the blended sample SP-1/5 after adding silk fibroin (Figure 3a). Furthermore, the spectrum
intensity dropped from 80.60% to 64.25% at 1776 cm−1 . These results may be attributed to
the hydrogen bond formed between N-H and C=O from the proteins. This changes the
bond length of C=O, lowering the vibration frequency to lower the wavenumber (Figure 3a)
and the wave strength at 1776 cm−1 . Moreover, by fitting a Raman spectrum curve at
the amide III region of sample SP-1/5, the random coil, β-sheet, and α-helix contents in
the amide III segment were calculated to be approximately 43.82%, 34.01%, and 22.17%,
respectively. This indicates that the amorphous structure of silk fibroin dominated in the
composite. All these findings are consistent with that of the FTIR spectrum discussion
above. In summary, all results from the FTIR and Raman spectrum studies proved that
SF and PLA have strong molecular interactions, which lead to new conformations after
blending [1,13,33].
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Figure 3. (a) Raman
SF/PLLA
blended
films
(SP-0/5,
and
SP-5/0)
with
and ratios
5:0 mass
to PLLA. The inserted image (I) and image (II) showed enlarged Raman spectra of pure PLLA (SP-0/5) and the blending
to PLLA. Thesample
inserted
image
(I) and image
(II) showed
spectra
of pure
PLLA
and
the blending
−1, respectively,
−1, re(SP-1/5)
at 1720~1820cm
whereenlarged
the curve Raman
fitting peaks
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at 1755
cm−1 (SP-0/5)
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−1 , respectively,
1 and 1776 cm−1 ,
spectively;
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SP-1/5).
The
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by−dashed
sample (SP-1/5)
at 1720~1820cm
curve
fitting
peaks
are
shown
cm
lines and assigned as α-helix (A), β-sheets, (B) and random coils (R).
respectively; (b) A curve fitting example of the amide III spectra (sample SP-1/5). The fitted peaks are shown by dashed
lines and assigned as α-helix (A), β-sheets,
and random coils (R).
2.3. Phase(B)
Analysis

During the fabrication process, PLLA solutions were stirred under a magnetic field
at a Analysis
certain temperature [36–39]. Therefore, the magnetic force and temperature should
2.3. Phase
play important roles in controlling the microstructure of the blended samples. The con-
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sample scanning
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X-ray
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(XRD)
andPLLA
differential
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(DSC) are useful techniques to study the crystallinity and phase structures of
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polymers,
these
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methods
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current
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investigate
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Thework
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ure 4b
theinenlarged
XRD spectra
of the pure SF sample (SP-5/0) in the 10°~45° region. Xue
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the five of
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and and their
Figure
4 shows
theinvestigated
XRD spectrum
pure
SF (SP-0/5);
pure
PLLAfibers
(SP-5/0);
their regenerated films. They found that Mori silk fiber showed a peak at 20.4° in the
composite films (SP-1/5, SP-3/5, SP-5/5, SP-5/3, and SP-5/1). The pure PLLA sample
(SP-0/5) has two sharp peaks overlayed on a broad and amorphous dispersion peak with
the diffraction peak at ~16.7◦ (200/100) stronger than that at ~18.9◦ (203); both peaks
are the characteristic peaks of the α-crystal form of PLA [34–36]. The inserted graph in
Figure 4b shows the enlarged XRD spectra of the pure SF sample (SP-5/0) in the 10◦ ~45◦
region. Xue et al. [23] investigated the five types of domestic and wild silkworm fibers
and their regenerated films. They found that Mori silk fiber showed a peak at 20.4◦ in
the wide-angle X-ray scattering curve, which was dominated by intermolecular β-sheet
crystal structures. Its regenerated film, meanwhile, showed a broad peak centered at 24.3◦ ,
indicating intramolecular β-sheets and random coil structures typically associated with a
silk I structure. The XRD measurement of our SF films showed a diffuse X-ray peak centered
at 23.9◦ (Figure 4b), implying the presence of intramolecular β-sheets and large random coil
structures. As the proportion of silk fibroin in the composite materials gradually increased,
the intensity of the corresponding pure PLLA diffraction peaks at 16.7◦ and 18.9◦ gradually
weakened, indicating that the crystallinity of the PLLA material declined gradually [44–47].
To better understand the crystal structure change of PLLA in SF-based blended polymers,
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composite
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transition
temperature
Tg ). In composite
films,
thesilk
glass
transition
temperature
with the increase of the silk fibroin content, while the melting temperature and enthalpy
of the composite is reduced (Table 2). This result implies that, with an increase in silk
content, the amorphous phase structure in the silk fibroin composite tends to be more
stable, and its potential barrier becomes larger, while the potential energy of the crystalized
portions is lower and makes the material easier to melt [41]. Regardless, a single glass
transition observed from each blend ratio indicates that the SF and PLLA blends are
thermodynamically miscible at all ratios. In order to further verify the phase structure
composition calculated by XRD, the specific heat increment and enthalpy were obtained
from the DSC curve. The crystallinity (Xc-DSC ), mobile amorphous phase (XMAP-DSC ),
and rigid amorphous phase (XRAP-DSC ) were also calculated and summarized in Table 2,
according to the DSC methods described in the literature [40,42]. The crystallinity of
these composite materials decreased with an increase of the silk fibroin ratio. Among
them, the content of the amorphous phase in the PLLA samples compromised up to
0.64. The crystalline phase content of PLLA in the composites gradually decreased, and
the rigid amorphous phase gradually increased with the addition of silk fibroin. For
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instance, compared with the pure PLLA (SP-0/5) sample, the crystallinity (Xc ) of the SP5/1 composite polymer was lowered from 0.33 to 0.12, while the rigid amorphous phase
increased from 0.04 to 0.11. This trend is consistent with the results from the above XRD
analysis, indicating that the crystallinity in the composite material decreased while the
amorphous content increased after silk fibroin was blended with PLLA. It is well-known
that the melting point of a polymer material is related to its crystal structure and content.
Similarly, the glass transition temperature is associated with the amorphous phase structure
9 of 16
and motion within the polymer. Therefore, in this work, the reduction of the melting
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2.4. Thermal Stability
The thermogravimetric (TG) analysis is one of the most important methods to study
the thermal stability, decomposition, and structural composition of materials [48]. Figure 6
shows TG curves of the SF and PLA composite materials. During the initial heating from
room temperature to 200 ◦ C, all samples had a mass loss due to the evaporation of the
bound solvent molecules or water. The water content (20~200 ◦ C) increased significantly
when silk was present, from 0.42% to 6.99%, which was ascribed to the better hydrophilicity
and hygroscopicity of silk fibroin. On the other hand, the hygroscopicity of silk fibroin
gradually decreased with the gradual addition of PLLA. During this initial heating phase,
the pure PLLA film had almost no mass loss (0.42%) before it began to fully decompose.
With the addition of silk fibroin, the mass loss increased to 1.73 wt % for SP-1/5, 4.48 wt %
for SP-3/5, 4.80 wt % for SP-5/5, 5.52 wt % for SP-5/3, 6.07 wt % for SP-5/1, and 6.99 wt %
for the pure SF (SP-5/0) before 200 ◦ C (Table 3). After 200 ◦ C, the TG curve displayed
a stable and smooth process, with little loss of mass. Above 250 ◦ C, all the samples
showed one strong thermal degradation stage in the region of 250 ◦ C–400 ◦ C, which,
in combination with the DSC results, indicated thermodynamic compatibility between
silk fibroin and PLLA in the composites. With the addition of silk fibroin, the initial
decomposition temperature (Tonset ) on the TG curves of the composite films tended to be
lower temperatures, from 346.27 ◦ C in pure PLLA to 272.76 ◦ C in pure SF. At 450 ◦ C, the
residual amount of the sample decreased as the PLLA content increased. For example,
the SP-5/0 film had about 48.77% remaining mass percent at 450 ◦ C, the SP-5/5 sample
about 7.15% remaining, and the SP-0/5 sample about 0.58% remaining. The degradation
peak temperature (Tp ) shown in the derivative thermogravimetric (DTG) curve showed
the maximum thermal decomposition rate of the samples. Clearly, SP-0/5 had the highest
thermal decomposition rate temperature (371.34 ◦ C) among all the samples. As higher
amounts of silk were introduced into the composites, and for pure silk, the temperature
decreased from 359.15 ◦ C for SP-1/5 to 295.45 ◦ C for SP-5/0. Additionally, sample SP1/5 possessed the highest decomposition rate (2.89 wt %·◦ C−1 ) among all the blended
films. The rate then gradually decreased with the increase of silk fibroin content from
2.62 wt %·◦ C−1 for sample SP-3/5 to 0.57 wt %·◦ C−1 for sample SP-5/0. Pure SF had the
lowest degradation rate. These results imply that the SF and PLLA components formed a
homogeneous mixture on the microscopic level mixed in the film systems [49]. This was
further supported by how the degradation peak temperatures of the blend samples were
different from the pure SF or pure PLLA curves. Above 400 ◦ C, all the samples degraded
uniformly, and no peaks appeared in the first derivative curves.
Table 3. Thermal decomposition parameters of the SF/PLLA films from the thermogravimetric
(TG) analysis.
Sample

SP-0/5

SP-1/5

SP-3/5

SP-5/5

SP-5/3

SP-5/1

SP-5/0

SF content(%)
Tonset (◦ C)
Tp (◦ C)
∆Yw (%)
Y450 (%)
vP (wt %·◦ C−1 )

0
346.27
371.34
0.42
0.58
2.71

16.7
330.19
359.15
1.73
1.02
2.89

37.5
319.25
338.50
4.48
1.89
2.84

50
305.38
342.23
4.80
7.15
2.62

62.5
292.17
330.91
5.52
18.10
1.54

83.3
283.37
300.56
6.07
46.14
0.57

100
272.76
295.45
6.99
48.77
0.52

Tonset , Tp , and ∆Yw are the initial decomposition temperature, the peak temperature of the main decomposition
in the thermogravimetric derivative curve, and the water content in blended composites in the 20~200 ◦ C region,
respectively, which are derived from the TG measurements. Y450 represents the residual amount of the sample at
450 ◦ C. vP stands for the decomposition rate at the Tp temperature, which is the peak height in the derivative
thermogravimetric (DTG) curve (with error bars less than 5%).
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different from the pure SF or pure PLLA curves. Above 400 °C, all the samples degraded
uniformly, and no peaks appeared in the first derivative curves.
Overall, the TG results showed that the bound solvent contents in the SF/PLLA
blended films were less than the pure SF film, and their thermal stability varied with the
ratios of SF to PLLA in the films. Furthermore, the TG curves also illustrated that the SF
and PLLA blended together homogenously on the microscopic level in the composite 11 of 16
systems, which showed different thermal properties from the individual thermal profiles
of SP-5/0 and SP-0/5 [50,51].

Figure 6. Thermogravimetric curves of SF/PLLA composite films heated from room temperature to
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used to fully mix poly(lactic acid) with dichloromethane due to the low boiling point of
dichloromethane. Dichloromethane can form microdroplets in the cast membrane solution
and gradually volatilize, through which a concentrated and viscous microenvironment
is also produced [52,53]. Thus, a uniform network structure with tiny pores can be obtained after removing dichloromethane. Meanwhile, for pure fibroin in solution, CaCl2
molecules from the formic acid solvent can function as plasticizers in the system [23]. As
a result, multilayer β-sheet crystals from silk fibroin fibers can be exfoliated into singlelayer intramolecular β-sheets or random coils [23,54], forming a homogeneous fibroin
solution. After the evaporation of the formic acid, the fibroin fibers assembled together
into nanofibrils with a dominated structure of intramolecular β-sheets and random coils,
which may indicate early-stage silk II or late-stage silk I structures [23]. Furthermore, the
structure can also be transformed back into the intermolecular silk II with intermolecular
β-sheet crystals if the polymer is annealed in water for a long time; treated with organic
solvents such as methanol, ethanol, or mechanical stirring and pressing; or through thermal
treatments [12,23,44,46,54]. Therefore, in this study, after SF and PLLA were blended with
each other at a certain proportion and temperature using stirring and reflux condensation,
the original exfoliated intramolecular β-sheets structure in the fibroin solution was able to
partially transform to intermolecular β-sheet crystals due to mechanical forces and heat
energy. When more silk was added to the blended system, the transformation percentage
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was increased; FTIR and Raman measurements verified this result. However, the secondary
structure of silk fibroin in the blended system is still dominated by α-helix and random
coil structures. On the other hand, when SF is mixed with PLLA, intramolecular hydrogen
bonds in the silk fibroin structure can be ruptured, allowing the amide structure to be
rearranged and the carbonyl in the PLLA molecule chains to stretch to form a special
structure with three lone pair electrons. This allows the oxygen atom in the L-polylactic
acid molecular chain to form an intermolecular hydrogen bond with the -NH in the silk
fibroin peptide [27,30–32]. Thereby, the carbonyl group (C=O) in the polylactic acid molecular chain interacts with the amide group (R-NH) in silk fibroin to form a new hydrogen
bond when they blend. In addition, the silk protein can facilitate various hydrogen bonds,
polar–polar, and hydrophobic–hydrophobic interactions due to its copolymer structure,
with the backbones comprised of alternating hydrophobic and hydrophilic domains at
the nanoscale [35,37]. Therefore, the binding between hydrophobic PLLA chains and silk
molecular domains can also be accomplished via hydrophobic–hydrophobic interactions.
The combined FTIR, Raman, XRD, DSC, and TG analysis results proved these hypotheses.
Moreover, silk fibroin with nanofibrils can also embed within the PLLA network structure when they blend, which results in micro-porosity in the morphology of the blended
samples. The micropores can gradually disappear to create a smooth surface instead of
a bumpy mesh as the content of silk fibroin increases. Additionally, the glass transition
temperature increases owing to the mobile amorphous phase content increasing and the
rigid amorphous phase existing. This morphology can be tuned by altering the ratio of
SF to PLLA in the blended samples and through methanol treatment. After 20 min of
methanol treatment, the percentage of β-sheets in the SF/PLLA sample decreased from
58.98% to 33.50% when the PLLA content was increased from 0% to 83.3%. Numerous studies [9,12,18,22,24–26,28,29] demonstrated that different microscopic molecular structures
and macroscopic morphologies correlate to various properties of crystallizable polymer
composite materials such as degradability, stability, and mechanical properties. In this
13 films
of 16 and
work, the increase of PLLA crystallinity improved the thermal stability of the
reduced the decomposition rate. The porous network structure also made the composite
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3. Experimental Section
3.1. Preparation of SF/PLLA Films
The mulberry silkworm (Chinese Bombyx mori) was purchased from Dandong July
Limited Trade Co. Ltd., Dandong, China. Poly(L-lactic acid) (PLLA) with glass transition
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3. Experimental Section
3.1. Preparation of SF/PLLA Films
The mulberry silkworm (Chinese Bombyx mori) was purchased from Dandong July
Limited Trade Co. Ltd., Dandong, China. Poly(L-lactic acid) (PLLA) with glass transition
temperature (Tg ): 60–65 ◦ C, melting temperature (Tm ): 160 ◦ C, and molecular weight
(MW ) of 80,000 Da was bought from Shenzhen Yisheng New Materials Co., Ltd., Shenzhen,
China. Calcium chloride (CaCl2 ), formic acid (FA) and dichloromethane (DCM) were
bought from XiLong Science Co., Ltd., Shantou, China. All reagents were of analytical
grade. Regenerated silk and PLLA were weighted at the mass ratios of 0:5, 1:5, 3:5, 5:5,
5:3, 5:1, and 5:0 silk to PLLA. After being dissolved in 4.00 wt % CaCl2 -FA solution and
DMC solution, respectively, they formed 8.00 wt % silk fibroin (SF) solutions and 3.00 wt %
PLLA solutions, individually. After blending with each other, the mixture solution was
poured into a round-bottom flask and was stirred magnetically for 1.5 h while under reflex
condensing at 45 ◦ C. After blending using stirring and reflux condensation (SRC), the
composites were cast in a polytetrafluoroethylene rectangular mold and vacuum-dried for
48 h at 35 ◦ C to form the silk fibroin/Poly(L-lactic acid) (SF/PLLA) blended films. Finally,
all films were soaked with deionized water to remove the solvent residues and then dried
in a vacuum oven at 40 ◦ C for 24 h. This investigation focused on the structure and thermal
decomposition behavior of SF/PLLA films. The final SF/PLLA samples (SP-0/5, SP-1/5,
SP-3/5, SP-5/5, SP-5/3, SP-5/1, and SP-5/0) were named according to the initial ratio of
the silk fibroin and Poly(L-lactic acid) (0:5, 1:5, 3:5, 5:5, 5:3, 5:1, and 5:0, respectively) in the
system solution, respectively.
3.2. Experimental Methods
Scanning electron microscopy (SEM) observation was performed using a JSM-7600F
SEM from JEOL company (JEOL Ltd., Musashino, Akishima, Tokyo, Japan). The sample
was placed in a sputter to be coated with gold for 10 s on each side, three times each, under
20-mA current, 10-kV working voltage, and 15-mm working distance. Fourier-transform
infrared spectroscopy (FTIR) analysis was used on the NEXUS-670 FTIR spectrometer
from Thermo Nicolet (Thermo Fisher Scientific Inc., Waltham, MA, USA).The sample was
placed directly on the Ge crystal, and the OMNI sampler fixed button was rotated to
press the sample tightly, and the single reflection ATR-OMNI was used. A spectral range
with 4-cm−1 resolution, 32 scans, and 2000~900 cm−1 were used for infrared spectrum
measurements. Laser Raman spectroscopy (Raman) analysis was completed on a HR800
French JY instrument (HORIBA Ltd., Kisshoin, Minamiku Kyoto, Japan). The He-Ne laser
was used for an excitation light source. A scanning range of 735-nm excitation wavelength,
6-mW excitation power, 4-cm−1 resolution, 10-s integration time, and 650~2000 cm−1 was
used for Raman spectrum measurements. X-ray diffraction (XRD) analysis was performed
using the D/max 2500VL/PC type X-ray powder diffractometer (Rigaku Corporation,
Matsubara-cho, Akishima-shi, Tokyo, Japan). The test conditions were CuKα radiation,
40-kV tube pressure, 200-mA tube flow, and 5◦ ~50◦ , with a 2θ diffraction angle range at
5◦ ·min−1 scanning speed for testing. Differential scanning calorimetry (DSC) analysis
(Diamond DSC, PerkinElmer, Waltham, MA, USA) was completed on both the standard
DSC and StepScan DSC models from 25 ◦ C to 220 ◦ C at 5 ◦ C·min−1 at isothermal increases
of 1 ◦ C·min−1 under nitrogen purge gas at 25 mL·min−1 . Thermogravimetric (TG) measurements (Pyris 1 TGA, PerkinElmer, Waltham, MA, USA) was performed from 25 ◦ C to
500 ◦ C at a heating rate of 10 ◦ C·min−1 under nitrogen purge gas at 50 mL·min−1 .
4. Conclusions
SF/PLLA composite membranes with different mass ratios were prepared by reflux
condensation and stirring blending. As the silk fibroin content in the composite membrane
gradually increased, a regular circular convex–concave structure was shown on the porous
junctions of the material surface. The more silk fibroin content present, the smoother
the membrane surface was. The interaction between the molecules in the composite

Int. J. Mol. Sci. 2021, 22, 1871

14 of 16

membrane mainly manifested through the formation of hydrogen bonds between amide
groups on silk fibroin and C=O on the polylactic acid molecular chains. Simultaneously,
hydrophobic and electrostatic interactions between the molecules of the blended materials
also occurred. As the content of silk fibroin in the composite membrane increased, the glass
transition temperature increased, while the melting temperature and enthalpy, as well as
the crystallinity, gradually decreased. On the contrary, the addition of PLLA was able to
help improve the thermal stability of the silk fibroin composites. This study provided us
with a deep understanding of the microstructure transition and thermal stability of dualcrystallizable silk fibroin and poly(L-lactic) acid blended films, as well as their correlations
at the molecular level. This information has practical significance for the design and
fabrication of various biocompatible composite materials in the fields of tissue engineering,
biomedicine, and biosensors.
Author Contributions: F.W., Y.L., C.R.G., Q.L. and X.H. conceived and designed the experiments;
F.W., Y.L. and Q.L. performed the experiments; and F.W., Y.L., C.R.G., Q.L. and X.H. analyzed the data
and wrote the paper. All authors have read and agreed to the published version of the manuscript.
Funding: F.W., Y.L. and Q.L. are supported by the National Natural Science Foundation of China
(21973045). C.R.G. and X.H. are supported by a Rowan University Seed Research Grant and the US
NSF Biomaterials Program (DMR-1809541).
Institutional Review Board Statement: Not applicable.
Informed Consent Statement: Not applicable.
Conflicts of Interest: The authors declare no conflict of interest.

References
1.
2.
3.
4.

5.
6.
7.

8.

9.
10.
11.
12.

13.
14.

Chan, A.H.P.; Filipe, E.C.; Tan, R.P.; Santos, M.; Yang, N.; Hung, J.; Feng, J.; Nazir, S.; Benn, A.J.; Ng, M.K.C.; et al. Altered
processing enhances the efficacy of small-diameter silk fibroin vascular grafts. Sci. Rep. 2019, 9, 17461. [CrossRef]
Cheung, H.-Y.; Lau, K.-T.; Tao, X.-M.; Hui, D. A potential material for tissue engineering: Silkworm silk/PLA biocomposite.
Compos. B Eng. 2008, 39, 1026–1033. [CrossRef]
Koh, L.-D.; Cheng, Y.; Teng, C.-P.; Khin, Y.-W.; Loh, X.-J.; Tee, S.-Y.; Low, M.; Ye, E.; Yu, H.-D.; Zhang, Y.-W.; et al. Structures,
mechanical properties and applications of silk fibroin materials. Prog. Polym. Sci. 2015, 46, 86–110. [CrossRef]
Mitropoulos, A.N.; Marelli, B.; Ghezzi, C.E.; Applegate, M.B.; Partlow, B.P.; Kaplan, D.L.; Omenetto, F.G. Transparent, Nanostructured Silk Fibroin Hydrogels with Tunable Mechanical Properties. ACS Biomater. Sci. Eng. 2015, 1, 964–970. [CrossRef]
[PubMed]
Nagiah, N.; Murdock, C.J.; Bhattacharjee, M.; Nair, L.; Laurencin, C.T. Development of Tripolymeric Triaxial Electrospun Fibrous
Matrices for Dual Drug Delivery Applications. Sci. Rep. 2020, 10, 609. [CrossRef]
Rockwood, D.N.; Preda, R.C.; Yücel, T.; Wang, X.; Lovett, M.L.; Kaplan, D.L. Materials fabrication from Bombyx mori silk fibroin.
Nat. Protoc. 2011, 6, 1612–1631. [CrossRef]
Taddei, P.; Tozzi, S.; Zuccheri, G.; Martinotti, S.; Ranzato, E.; Chiono, V.; Carmagnola, I.; Tsukada, M. Intermolecular interactions
between B. mori silk fibroin and poly(l-lactic acid) in electrospun composite nanofibrous scaffolds. Mater. Sci. Eng. C 2017, 70,
777–787. [CrossRef]
Suzuki, S.; Dawson, R.A.; Chirila, T.V.; Shadforth, A.M.A.; Hogerheyde, T.A.; Edwards, G.A.; Harkin, D.G. Treatment of Silk
Fibroin with Poly(ethylene glycol) for the Enhancement of Corneal Epithelial Cell Growth. J. Funct. Biomater. 2015, 6, 345–366.
[CrossRef]
Wang, F.; Jyothirmayee Aravind, S.S.; Wu, H.; Forys, J.; Venkataraman, V.; Ramanujachary, K.; Hu, X. Tunable green graphene-silk
biomaterials: Mechanism of protein-based nanocomposites. Mater. Sci. Eng. C 2017, 79, 728–739. [CrossRef]
Aytemiz, D.; Fukuda, Y.; Higuchi, A.; Asano, A.; Nakazawa, C.; Kameda, T.; Yoshioka, T.; Nakazawa, Y. Compatibility Evaluation
of Non-Woven Sheet Composite of Silk Fibroin and Polyurethane in the Wet State. Polymers 2018, 10, 874. [CrossRef] [PubMed]
Zhang, C.; Zhang, Y.; Shao, H.; Hu, X. Hybrid Silk Fibers Dry-Spun from Regenerated Silk Fibroin/Graphene Oxide Aqueous
Solutions. ACS Appl. Mater. Interfaces 2016, 8, 3349–3358. [CrossRef]
Wang, F.; Wu, H.; Venkataraman, V.; Hu, X. Silk fibroin-poly(lactic acid) biocomposites: Effect of protein-synthetic polymer
interactions and miscibility on material properties and biological responses. Mater. Sci. Eng. C 2019, 104, 109890. [CrossRef]
[PubMed]
Bindhu, B.; Renisha, R.; Roberts, L.; Varghese, T.O. Boron Nitride reinforced polylactic acid composites film for packaging:
Preparation and properties. Polym. Test. 2018, 66, 172–177. [CrossRef]
Xiao, H.; Yang, L.; Ren, X.; Jiang, T.; Yeh, J.T. Kinetics and crystal structure of poly(lactic acid) crystallized nonisothermally: Effect
of plasticizer and nucleating agent. Polym. Compos. 2010, 31, 2057–2068. [CrossRef]

Int. J. Mol. Sci. 2021, 22, 1871

15.
16.

17.
18.
19.
20.
21.
22.
23.
24.
25.
26.

27.
28.
29.
30.
31.
32.
33.
34.
35.
36.

37.
38.
39.
40.
41.

15 of 16

Lai, S.-M.; Hsieh, Y.-T. Preparation and Properties of Polylactic Acid (PLA)/Silica Nanocomposites. J. Macromol. Sci. Phys. 2016,
55, 211–228. [CrossRef]
Shao, J.; Guo, Y.; Xiang, S.; Zhou, D.; Bian, X.; Sun, J.; Li, G.; Hou, H. The morphology and spherulite growth of PLA
stereocomplex in linear and branched PLLA/PDLA blends: Effects of molecular weight and structure. CrystEngComm 2016, 18,
274–282. [CrossRef]
Zhu, H.; Feng, X.; Zhang, H.; Guo, Y.; Zhang, J.; Chen, J. Structural Characteristics and Properties of Silk Fibroin/Poly(lactic acid)
Blend Films. J. Biomater. Sci. Polym. Ed. 2009, 20, 1259–1274. [CrossRef] [PubMed]
Wang, F.; Wolf, N.; Rocks, E.-M.; Vuong, T.; Hu, X. Comparative studies of regenerated water-based Mori, Thai, Eri, Muga and
Tussah silk fibroin films. J. Therm. Anal. Calorim. 2015, 122, 1069–1076. [CrossRef]
Essa, S.; Rabanel, J.M.; Hildgen, P. Characterization of rhodamine loaded PEG-g-PLA nanoparticles (NPs): Effect of poly(ethylene
glycol) grafting density. Int. J. Pharm. 2011, 411, 178–187. [CrossRef]
Ying-ying, L.I.; Fang, W.; Qi-Chun, L.I.U.; Dong-Min, Z.; Xue, Z.; Qing-Yu, M.A.; Zheng-Gui, G.U. Research Progress in Silk
Fibroin and Its Composite Materials. J. Mater. Eng. 2018, 46, 14–26.
Jagdeesh, B.; Krimm, S. Vibrational Analysis of Peptides, Polypeptides, and Proteins: Characteristic amide Bands of β -Turns.
Proc. Natl. Acad. Sci. USA 1979, 76, 774–777.
Wang, F.; Yu, H.-Y.; Gu, Z.-G.; Si, L.; Liu, Q.-C.; Hu, X. Impact of calcium chloride concentration on structure and thermal property
of Thai silk fibroin films. J. Therm. Anal. Calorim. 2017, 130, 851–859. [CrossRef]
Xue, Y.; Wang, F.; Torculas, M.; Lofland, S.; Hu, X. Formic Acid Regenerated Mori, Tussah, Eri, Thai, and Muga Silk Materials:
Mechanism of Self-Assembly. ACS Biomater. Sci. Eng. 2019, 5, 6361–6373. [CrossRef] [PubMed]
Yu, S.; Yang, W.; Chen, S.; Chen, M.; Liu, Y.; Shao, Z.; Chen, X. Floxuridine-loaded silk fibroin nanospheres. RSC Adv. 2014, 4,
18171–18177. [CrossRef]
Bai, G.-Y.; Liu, J.-L.; Wang, J.-X.; Wang, Y.-J.; Li, Y.-N.; Zhao, Y.; Yao, M.-H. Enzymatic Superactivity and Conformational Change
of α-CT Induced by Cationic Gemini Surfactant. Wu Li Hua Xue Xue Bao 2017, 33, 976–983.
Huot, A.; Lefèvre, T.; Rioux-Dubé, J.-F.; Paquet-Mercier, F.; Nault, A.-P.; Auger, M.; Pézolet, M. Effect of Mechanical Deformation
on the Structure of Regenerated Bombyx mori Silk Fibroin Films as Revealed Using Raman and Infrared Spectroscopy. Appl.
Spectrosc. 2015, 69, 689–698. [CrossRef]
Ling, S.; Zhou, L.; Zhou, W.; Shao, Z.; Chen, X. Conformation transition kinetics and spinnability of regenerated silk fibroin with
glycol, glycerol and polyethylene glycol. Mater. Lett. 2012, 81, 13–15. [CrossRef]
Zhong, J.; Ma, M.; Li, W.; Zhou, J.; Yan, Z.; He, D. Self-assembly of regenerated silk fibroin from random coil nanostructures to
antiparallel β-sheet nanostructures. Biopolymers 2014, 101, 1181–1192. [CrossRef] [PubMed]
Zhou, S.; Zheng, X.; Yu, X.; Wang, J.; Weng, J.; Li, X.; Feng, B.; Yin, M. Hydrogen Bonding Interaction of Poly(d,lLactide)/hydroxyapatite Nanocomposites. Chem. Mater. 2007, 19, 247–253. [CrossRef]
Furukawa, T.; Sato, H.; Murakami, R.; Zhang, J.; Noda, I.; Ochiai, S.; Ozaki, Y. Raman microspectroscopy study of structure,
dispersibility, and crystallinity of poly(hydroxybutyrate)/poly( l-lactic acid) blends. Polymer 2006, 47, 3132–3140. [CrossRef]
Kister, G.; Cassanas, G.; Vert, M.; Pauvert, B.; Térol, A. Vibrational analysis of poly(L-lactic acid). J. Raman Spectrosc. 1995, 26,
307–311. [CrossRef]
Wool, R.P.; Bretzlaff, R.S.; Li, B.Y.; Wang, C.H.; Boyd, R.H. Infrared and raman spectroscopy of stressed polyethylene. J. Polym. Sci.
Part B Polym. Phys. 1986, 24, 1039–1066. [CrossRef]
He, J.; Qin, Y.; Cui, S.; Gao, Y.; Wang, S. Structure and properties of novel electrospun tussah silk fibroin/poly(lactic acid)
composite nanofibers. J. Mater. Sci. 2010, 46, 2938–2946. [CrossRef]
Huang, S.M.; Hwang, J.J.; Liu, H.J.; Lin, L.H. Crystallization behavior of poly(L-lactic acid)/montmorillonite nanocomposites. J.
Appl. Polym. Sci. 2010, 117, 434–442. [CrossRef]
Bruckmoser, K.; Resch, K. Effect of processing conditions on crystallization behavior and mechanical properties of poly(lactic
acid) staple fibers. J. Appl. Polym. Sci. 2015, 132. [CrossRef]
Birhanu, G.; Tanha, S.; Akbari Javar, H.; Seyedjafari, E.; Zandi-Karimi, A.; Kiani Dehkordi, B. Dexamethasone loaded multi-layer
poly-l-lactic acid/pluronic P123 composite electrospun nanofiber scaffolds for bone tissue engineering and drug delivery. Pharm.
Dev. Technol. 2019, 24, 338–347. [CrossRef] [PubMed]
Martin, O.; Avérous, L. Poly(lactic acid): Plasticization and properties of biodegradable multiphase systems. Polymer 2001, 42,
6209–6219. [CrossRef]
Pluta, M. Morphology and properties of polylactide modified by thermal treatment, filling with layered silicates and plasticization.
Polymer 2004, 45, 8239–8251. [CrossRef]
Wu, T.-M.; Wu, C.-Y. Biodegradable poly(lactic acid)/chitosan-modified montmorillonite nanocomposites: Preparation and
characterization. Polym. Degrad. Stab. 2006, 91, 2198–2204. [CrossRef]
Ma, Q.; Pyda, M.; Mao, B.; Cebe, P. Relationship between the rigid amorphous phase and mesophase in electrospun fibers.
Polymer 2013, 54, 2544–2554. [CrossRef]
Schick, C.; Wurm, A.; Mohammed, A. Formation and disappearance of the rigid amorphous fraction in semicrystalline polymers
revealed from frequency dependent heat capacity. Thermochim. Acta 2003, 396, 119–132. [CrossRef]

Int. J. Mol. Sci. 2021, 22, 1871

42.

43.
44.
45.
46.
47.
48.

49.
50.
51.
52.
53.
54.
55.

16 of 16

Sheng, S.-J.; Hu, X.; Wang, F.; Ma, Q.-Y.; Gu, M.-F. Mechanical and thermal property characterization of poly- l -lactide (PLLA)
scaffold developed using pressure-controllable green foaming technology. Mater. Sci. Eng. C 2015, 49, 612–622. [CrossRef]
[PubMed]
Wunderlich, B. Reversible crystallization and the rigid–amorphous phase in semicrystalline macromolecules. Prog. Polym. Sci.
2003, 28, 383–450. [CrossRef]
Hu, X.; Kaplan, D.; Cebe, P. Determining Beta-Sheet Crystallinity in Fibrous Proteins by Thermal Analysis and Infrared
Spectroscopy. Macromolecules 2006, 39, 6161–6170. [CrossRef]
Iannace, S.; Maffezzoli, A.; Leo, G.; Nicolais, L. Influence of crystal and amorphous phase morphology on hydrolytic degradation
of PLLA subjected to different processing conditions. Polymer 2001, 42, 3799–3807. [CrossRef]
Pal, A.K.; Katiyar, V. Melt processing of biodegradable poly(lactic acid)/functionalized chitosan nanocomposite films: Mechanical
modeling with improved oxygen barrier and thermal properties. J. Polym. Res. 2017, 24, 1–21. [CrossRef]
Zhang, J.; Yan, D.-X.; Xu, J.-Z.; Huang, H.-D.; Lei, J.; Li, Z.-M. Highly crystallized poly (lactic acid) under high pressure. AIP Adv.
2012, 2, 042159. [CrossRef]
Gaur, U.; Wunderlich, B. Advanced Thermal Analysis System (ATHAS) Polymer Heat Capacity Data Bank. In Computer
Applications in Applied Polymer Science; American Chemical Society: Washington, DC, USA, 1982; Volume 197, pp. 355–366.
ISBN 978-084-120-733-2.
Pritchard, E.M.; Dennis, P.B.; Omenetto, F.; Naik, R.R.; Kaplan, D.L. Physical and chemical aspects of stabilization of compounds
in silk. Biopolymers 2012, 97, 479–498. [CrossRef]
Liu, Q.; Wang, F.; Li, Y.; Yu, H.; Gu, Z. Comparative studies of structure, thermal decomposition mechanism and thermodynamic
parameters of two kinds of silk fibroin films. Sci. Sin. Chim. 2019, 49, 1014–1029. [CrossRef]
Yu, H.-Y.; Wang, F.; Liu, Q.-C.; Ma, Q.-Y.; Gu, Z.-G. Structure and Kinetics of Thermal Decomposition Mechanism of Novel Silk
Fibroin Films. Wu Li Hua Xue Xue Bao 2017, 33, 344–355. [CrossRef]
Wang, X.; Yang, Y.; Zhou, Y.; Wu, P.; Chen, H.; Trefonas, P. Hydrogen bond mediated partially miscible poly(N-acryloyl
piperidine)/poly(acrylic acid) blend with one glass transition temperature. Polymer 2018, 151, 269–278. [CrossRef]
Shi, X. Formation mechanism of solvent-induced porous PLA microspheres. Acta Polym. Sin. 2011, 11, 866. [CrossRef]
Jin, H.-J.; Kaplan, D.L. Mechanism of silk processing in insects and spiders. Nature 2003, 424, 1057–1061. [CrossRef] [PubMed]
Porter, D.; Vollrath, F.; Shao, Z. Predicting the mechanical properties of spider silk as a model nanostructured polymer. Eur. Phys.
J. E Soft Matter. 2005, 16, 199–206. [CrossRef] [PubMed]

